
 
 

Information Taken From Certificate of Analysis 

Vessel / Shore Tank: Fat Crow Sample Submitted By:     

Product: Diesel Fuel Analysis Performed By: 

Client Reference: None Date Sampled: 27-Oct-2017 

Terminal / Port / Office: Tampa, Florida Date Received: 27-Oct-2017 

  Date Reported: 27-Oct-2017 

 

Comments: Composite was established based on the cargo level of each compartment and the assumption 

that the compartments are of equal size due to the inability to accurately quantify volumes aboard. 

 
 Tanker Composite 

018-1700564-01-001 2P 2S 3P 3S 4P 4S 5S 

Method Test Results 

ASTM D93 Proc. A Manual / Automated Automatic 

 Flash Point , °C / °F 65.5 / 150 

ASTM D2709 Water and Sediment , % V/V <0.01 

ASTM D86 Observed Barometric Pressure , mm Hg / mm Hg 763 / 763 

 Initial Boiling Point , °F / °C 344.8 / 173.8 

 5% Recovered , °F / °C 385.9 / 196.6 

 10% Recovered , °F / °C 405.1 / 207.3 

 20% Recovered , °F / °C 437.5 / 225.3 

 30% Recovered , °F / °C 466.4 / 241.3 

 40% Recovered , °F / °C 491.4 / 255.2 

 50% Recovered , °F / °C 515.5 / 268.6 

 60% Recovered , °F / °C 540.5 / 282.5 

 70% Recovered , °F / °C 565.7 / 296.5 

 80% Recovered , °F / °C 594.9 / 312.7 

 90% Recovered , °F / °C 635.3 / 335.2 

 95% Recovered , °F / °C 672.8 / 356.0 

 Endpoint , °F / °C 686.5 / 363.6 

 Recovery , % 97.6 

 Residue , % 1.8 

 Loss , % 0.6 

ASTM D445 Test Temperature 40°C (104°F) 

 Kinematic Viscosity , cSt 2.814 

ASTM D482 Ash Content , % Mass <0.001 

ASTM D4294 Sulfur Content , % Mass 0.416 

ASTM D130 Copper Corrosion at 50°C (122°F) for 3h 1a 

 Pressure Vessel Used No 

ASTM D976 Calculated Cetane Index 47.3 

ASTM D1319 Aromatics , % V/V 35.0 

ASTM D2500 Cloud Point , °C / °F -11 / 12 

ASTM D4530 Carbon Residue, 10% Btm , % m/m <0.1 

ASTM D2624 Electrical Conductivity , pS/M 74 
 Fuel Temperature , ° C 24 
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 Vessel Report 

Details 

 
Client(s)    AECOM Date 27-Oct-2017 

Port Port of Tampa, Florida  

Terminal(s) Tampa, Florida 

Vessel Fat Crow 

Product #2 Fuel Oil/ Diesel 

 
 

Gauge Method Innage Draft Units Feet Fwd Draft Aft Draft Trim 

Type Before Discharge Gauge Units Feet    

VCF Table 6B Volume Units Cubic Meters Composite AP @ 60°F  List 

 Temp Units OF Average Temp   

Standpipe Type N/A Location of Gauge Point Center   

 

Tan    
Ref 

Only 
Ref Peight  nnage 

Corrected 

 nnage 
TOV 

Cubic Meters 
FW Gauge 

FW 
Cubic Meters 

GOV 
Cubic Meters 

°F AP  VCF 
GSV 

Cubic Meters 

1P 
 

  NGP N/A 0.000 N/A 0.000 0.000 60.0  1.00000 0.000 

1S 
 

  NGP N/A 0.000 N/A 0.000 0.000 60.0  1.00000 0.000 

2P 
 

 18-4-3/4 4-4-1/8 N/A 0.000 NIL 0.000 0.000 77.7  0.99395 0.000 

2S 
 

 18-3-0 4-2-13/16 N/A 0.000 NIL 0.000 0.000 77.7  0.99395 0.000 

3P 
 

 17-10-1/4 9-8-5/16 N/A 0.000 NIL 0.000 0.000 78.1  0.99381 0.000 

3S 
 

 18-0-1/4 9-4-3/16 N/A 0.000 NIL 0.000 0.000 77.9  0.99388 0.000 

4P 
 

 18-4-1/4 8-9-13/16 N/A 0.000 0-0-3/8 0.000 0.000 77.9  0.99388 0.000 

4S 
 

 18-3-1/4 8-5-15/16 N/A 0.000 NIL 0.000 0.000 77.9  0.99388 0.000 

5P 
 

  NGP N/A 0.000 N/A 0.000 0.000 60.0  1.00000 0.000 

5S 
 

 18-3-0 1-5-5/16 N/A 0.000 NIL 0.000 0.000 77.8  0.99392 0.000 

6P 
 

  NGP N/A 0.000 N/A 0.000 0.000 60.0  1.00000 0.000 

6S 
 

  NGP N/A 0.000 N/A 0.000 0.000 60.0  1.00000 0.000 

TOTALS 0.000  0.000 0.000  0.000 

 
 
 
 
 
 
 
 
 
 

This statement is given to vessel in lieu of any other statement of condition of cargo tan s of above named vessel 

Type of water paste used? : KOLOR KUT 

Comment(s): 
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TOV, bbls 0.00   

TCV @ 60°F, bbls 0.00   S&W, bbls 0.00 

Free Water, bbls 0.00   S&W %  

GSV @ 60°F, bbls 0.00   NSV @ 60°F, bbls 0.00 

GSV Gallons 0.00   NSV Gallons 0.00 

GSV Pounds 0  Table 8 NSV Pounds 0 

GSV Long Tons 0.000  Table 11 NSV Long Tons 0.000 

GSV Metric Tons 0.000  Table 13 NSV Metric Tons 0.000 

 


